
NEMA Type 1 Flush Mount  
Flush Mount Telephone Cabinet 

Application 
♦ Intended for indoor use 
♦ Provides protection against contact with enclosed 

equipment 

Construction 
♦ Flush mounting 
♦ Continuous hinge door 
♦ Flush latching on 36” high cabinets 
♦ No holes or knockouts 
♦ Optional back panel 

Finish 
♦ ANSI 61 gray polyester powder coating inside and out 

over phosphatized surfaces 
♦ Optional inner panel is white powder coat 

Standards 
♦ UL 50 Type 1 
♦ NEMA Type 1 
♦ IEC 60529, IP30 

Modification and Options 
◊ Enclosure height, width, and depth 
◊ Holes and cutouts 
◊ Wood back panel 
◊ Metal back panel 
◊ Panel board lock matching 
◊ Keylocks 

Metal Cabinet and Fixture Company 
 a Span-O-Matic, Inc. Company 
825 Columbia Street, Brea, CA 92821 
Phone: 714-256-4700  Fax: 714-256-4401 
www.spanomatic.com  
www.metalcab.com 

Enclosure 
Catalog Number 

Body 
Gauge 

Size 
HxWxD 

Enclosure 
Catalog Number 

Body 
Gauge 

Size 
HxWxD 

 

MCF-N1-241206-FMTC 16 24x12x6 MCF-N1-363608-FMTC 12 36x36x8  

MCF-N1-242006-FMTC 16 24x20x6 MCF-N1-483608-FMTC 12 48x36x8  

MCF-N1-242406-FMTC 16 24x24x6     

MCF-N1-362406-FMTC 14 36x24x6     

MCF-N1-241208-FMTC 16 24x12x8     

MCF-N1-242008-FMTC 14 24x20x8     
MCF-N1-242408-FMTC 14 24x24x8     

MCF-N1-362408-FMTC 14 36x24x8     

MCF-N1-FMTC 




